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The anmended Virginia Mtor Fuels and Lubricating G| Law wll
require the posting of the cetane rating for diesel products.
Section '59.1-167.1 requires in part "...that every dispensing
device used in the retail sale of any notor fuel shall be plainly
and conspi cuously | abelled with the OCctane or Cetane Rating of the
notor fuel it contains.” The American Society for Testing and
Materials (ASTM defines cetane nunber or rating as foll ows:

cetane nunber - a neasure of the ignition performance
of a diesel fuel obtained by conparing
it toreference fuels in a standardi zed
engine test. ASTM D 613

The | aw does not specify the |abel design. At the request of
industry representatives, the followng design is provided as
guidance in an effort to pronote uniform application.

M NI MUM CETANE RATI NG

41

ASTM D613

EXAMPLE 1/ 2 NECESSARY S| ZE
SPECI FI CATI ONS:

COLOR: Bl ack background with yell ow nunerals,

| ettering and border
S| ZE: Hei ght - 2 1/2 inches Wdth - 3 inches
LOCATI ONS: The | abel, or |abels, must be placed

conspi cuously on the dispenser so as to be in
full view of the consuner and as near as



reasonably practical to price per gallon of
di esel or as near as reasonably practical to
the gallon indication on non-conputing
devi ces.

The Virginia Mtor Fuels and Lubricating Gl Law requires a m ni num
of 40 cetane for all retail diesel fuel products.



